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Buyer introduction:
The buyer is a German internet service provider currently building a hosted web security solution.
The solution will address filtering needs with regard to HTIN®aiE Instant messaging and online
gaming. Target audiences are families (parental control service) and small/medium companies.

Short project description:
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manage our internal IP addresses, domains and server systems.

Development requirements
- PHP5
- Usage oSymfonyFramework
- Usage of uniand functional testing with framework methods
- MySQL as database engine



Long project description

The web applicatios SQNBE t 221 Ay3 FT2NJ KA GKNBS YIFI 22N | NBI &
to them there should be an area to manage preferences and a search field + button should be shown

on each and every page.

IP addresses:
Overview (Screen 1):
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Here all netwoks that are currently entered are shown. The entries come from the table
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used internallyor externally can be specifiedhd locationg the city the network is currently used
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network, the netmask, the network type and the network location are shown in a padett Is

possible © reduce thecurrently shown list entries with the help of a filter. It is possible to filter

for type, location and network/netmask. If the network field in filter is filled all networks that
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options here and elsehere are combined by AND. If the filter fields network and netmask are

both filled and contain a valid IP address only network entries are shown that lie within this
network/netmask area. To detmine the last IP address for metwork/netmask combination

please see thiink. For each network overview entry it is possible to list its contents, see details,

change the properties or delete the entry corafly. In adition it is possible to add aetwork

on this page.
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http://en.wikipedia.org/wiki/Netmask

Network list (Screen 2):
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On this page all BPwithin a network are shown on a pagkst. The list has the columns id, IP,

active (yes/no) andegver. It is possible to change the statoisthe assignment for each entry.
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needs to be shown here can be extractede Hostname should be a link to the sen@istails

page (escribedlater). L¥ 'y Lt Aa |O0AQGS GKS aLa! OiA@gSe 7
otherwise to O.Filter possibilities here are: Start IRither matching with LIKE if the IP is
incompleteor everything that is equalr greater than the complete )Pactive (yes/no), assigned

(yes/no). A link on this page helps to get back to the previous page.



IP status change (Screen 3):
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It is possible to change the status of an IP but only $emwer is assigned. If no server is assigned
the status can be set from active to inactive and vice versa. If the status is set to inactive the notes
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IP assignment (Seen 4):
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It is possible to delete a server assignment to free the IP or to add/change the current assignment.
If a new assignment is doeJAXshould be used to suggest server names after the first 3 letters

are typed in.



Network details (Screen 5):
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Here all network details are shown. This includes ID, network, netmask, gateway (if entered), type
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network statistic should be shown with the total amountIBg, the IPs used and the free ones as
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or calculated by network/netmask combination.



IP Address add/change (Screen 6):
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Here all network information carbe added. The field gateway is optional and stored in
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with the help of the network/netmask combination. Every time the gateway or the
network/netmask fields e changed this has to be checked. The type and location options should

be presented as drop downs. The network field is only changeable if no IPs in the complete
network areassigned soaf. If a network is added all IPs have to be adde® at 22f ! RRNK & &
aware that this can be a big amount of IPs (e.g. 10.0.0.0 / 255:6:.6.777.216) and therefore

has to be done in chunks or with the help of other tricks so that there is no PHP processing time

out before all IPs are added. If theetwork/netmask space is reduced so that IPs need to be
deleted this whole operation is only possible if no sergerssigned in this space. In case servers

are assigned to IPs that would be deleted the screen IP Address error alter/delete/reduce (Screen

7) is shown.



IP Address error alter/delete/reduce (Screen 7):

This screen is shown if a network is altered (field network), reduced (combination
network/netmask) or the complete network is deleted and there are still some servers assigned to
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these assignments.



